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Right Angle RCA
PCB Mount Phono Jacks
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Date Last Revised:  07-05-07

KC-301160

Dimensions: mm (in.)

SPECIFICATIONS
Right Angle, PCB Mount, Phono

10MΩ min. @ 500V RMS

1080VAC for 1 Minute

90% RH @ 40°C for 48 Hours

70°C

Tin Plated Steel

Tin Plated Brass

PBT

250°C, 3 sec.

Type:

Insulation Resistance:

Withstand Voltage:

Humidity Test:

Temperature Rating:

Body:

Contact:

Insulator:

Withstand Heat:

MOUSER
STOCK NO.

Blue

Green

White

Red

Yellow

Black

161-0340-E

161-0350-E

161-0360-E

161-0370-E

161-0380-E

161-0390-E

Color

11.9±0.2
(.472±.008)

5.3
(.209)

5.1
(.201)

ø1.4
(ø.059)

3.3x1.1
(.130 x .047)

10
(.394)

6.6±0.3
(.260±.012)

4.1±0.3
(.165±.012)

10.5±0.3
(417±.012)

1.2±0.1
(.051±.004)

2.4±0.1
(.098±.004)

11.6±0.3
(.457±.012)

6.5
(.255)

14.5±0.2
(.571±.008)

2.5±.254
(.100±.01)

ø3.6±0.1
(ø.142±.004)

ø8.3±0.2
(ø.327±.008)

PCB Hole Layout
(Bottom view)

ø8.3
(ø.326)

RoHS Compliant 


