
ASSEMBLY
MATERIAL
 NUMBER

1301500325

  "A"
FINISHED
LENGTH

6 FTDW4F20

ENG.
P/N ASSEMBLY DESCRIPTION

FEMALE OVERMOLD CABLE ASSEMBLY, #8/4

DUST CAP

CABLE

2.50
63.5
REF

3.75
95.3
REF

"A"
FINISHED LENGTH  

2.22
56.4
REF

1.58
40.1
REF
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DIMENSION UNITS SCALE

INCH NTS
GENERAL TOLERANCES
   (UNLESS SPECIFIED)

ANGULAR TOL ± 2.0 °

4 PLACES ±

3 PLACES ±

2 PLACES ±

1 PLACE ± 0.03

0 PLACES ±

DRAFT WHERE APPLICABLE
MUST REMAIN

WITHIN DIMENSIONS

FEMALE RECEPTACLE 
CABLE ASSEMBLY 15-30AMPS, #8 - #14AWG
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NOTES:
1) OVERMOLD MATERIAL: RUBBER (NEOPRENE OR CPE)
2) TERMINALS: COPPER ALLOY
3) CABLE JACKET MATERIAL: RUBBER (NEOPRENE OR CPE)
4) CABLE IS MSHA LISTED.
5) WARNING: DO NOT PULL UNDER LOAD.
6) VOLTAGE RATING: 600 V MAX.
7) CURRENT RATING:
   8AWG/4 CONDUCTOR - 30 AMPS
   10AWG/4 CONDUCTOR - 25 AMPS
   12AWG/4 CONDUCTOR - 20 AMPS
   14AWG/4 CONDUCTOR - 15 AMPS
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