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Polzahl Norm
number of contacts standard 3 4 5 o 6 7 7 8 12 14
D |Kontaktanordnung nach DIN 41524 - - - _ 5 T 336W 028
- 41524 45322 45329 45326
contact arrangement acc. to DIN _ B _ _ " - _ _
Kontaktanordnung nach 1EC 60130-9 | 60130-9 60130-9 | 60130-9 60130-9 | 60130-9
contact arrangement acc. to |EC
Bemessungsspannung _ - - - - -
rated vol toge I[EC 60664-1 300V 100V 300V 100V 150V ) T 3357 028
Bemessungsspannung UL 1977 250V 60V ‘EC
rated voltage _—
Bemessungs-StoBspannung IEC 60664-1 1500V 1200V 1500V 1200V
rated impulse withstand voltage
Verschmutzungsgrad IEC 60664-1 1 4 T BBOW 028
Po\ lution degree
Uberspannungskategorie IEC 60664-1 |
installation category
Isol ierstoffqruppe |EC 606641 |1, 400 < CTI < 600 J 15267 028
insulation group )
Strombelastbarkeit |EC 60512-5-2 S/ +40°C / +104°F 3N/ +40°C / 9 T 3201 028 (P Ini +3)
current rating Test 5b +104°F
UL 1977
Isolationswiderstand IEC 60512-3-1 1010 g SYMEOIT POL%AHL . TYP-NUMMER-AU
> > insulation resistance Test 3a symbo number o type-number-AU
< <
2 2 Durchgangswiderstand IEC 60512-2-1 <5n 0 contacts -
s o i Test 2 . . . . . . .
ST Coitom resistance = = Diese Steckverbinder diirfen betriebsmdBig nicht unter Spannung betdtigt werden. Metallene Gehduseteile
S S o Prifklasse . ; . : 9 . P 9 9
T == D : ; IEC 60068-1 40 / 100 / 56 sind sicher mit dem Schutzleitersystem zu verbinden.
X T climatic categor . y : .
~ S gory Do not connect or disconnect under load. Metal housing parts shall be securely incorporated to protected ground.
sTT=o Temperaturbereich IEC 600681 -40°C ... +100°C T .
SN temperatur range -40°F ... +212°F * Hinweis fgr vergo\dete”Ansch\usse: . . ) ) . .
-5 g [IP-schutzart Zur Vermeidung von sprdoden intermetallischen Verbindungen missen vergoldete Anschlisse vor dem eigentlichen
i\“\‘ié _ IP-degree IEC 60529 P40 Lotvorgang verzinnt werden,
S s~3| [Steck- und Ziehkraft [EC 60512-13-2] 25N 30N 35N 50N 55N 6ON 50N Remark for dold olated contacts:
RSP Insertion and withdrowal forces[Test 13b 90.0z 110.0z| 125.0z 180.0z| 200.0z 220.0z| 180.0z emark for goid piated contacts. . . . . .
eeSW S In order to avoid brittle inter-metallic connections, gold-plated terminals have to be tin-plated in the
LTSS Mechanische Lebensdauer [EC 60512-9-1 : solder area.
gjﬁgg mechanical operation Test 90 gold/gold > 1000 Steckzyklen/mating cycles ‘
>S5 Werkstoff Gehduse Uberwur fmutter Messing, Zugentlastung Zink-DruckquB, Oberfldche vernickelt Gewicht [errechnetl/ Cale WT: 9 | Zul. Abw./Tolerances: MaBstab/ Scale 2: 1 A3 6—@
S~ |housing material coupling ring brass, strain relief, die cast, nickel plated Prifma / i |
SIS g pling ring p B/Testdimension
E:éi% \é\/(_eﬂrst(t)ff Koniokﬁ‘rdger Thermoplast Teile.index DIN/1SO CUSTOMER DRAW | NG
o3 .88 1 oclric maerld thermoplastic Partindexnumber 13715
—<S o < Kontaktoberfldche vergoldet
nggmu‘: contact plating gold plated 04 |Datum/Date Name
;$§;; Anschlusstechnik l6ten loten bez. 22,09, |Meuser K(]be | dose
i:;; é}N‘E ) termination technique solder solder Drawn SR
2T Anschlussquerschnitt 5 -
§Q§E§ e gougg I6ten/solder < 0,5 mm* / 20AWG <0,25 mm* / 24 AWG gjjfrkm Q Female cable connector
:Si § § Brennbarkei t UL 94 VO Blol/Sheet
~=c°8 TKE _ ee
|SeTS S Homcb\\\ty : Amphen()l TUChEl ‘|
ST Verriegelung [EC 60130-9 schrauben: Anzwehdrehmoment O!7Nm 02 200700144 24.06.08|CI , M DA T Y)XXX 028
SEC o locking system metal screw coupling: tightening torque 0,7Nm 01 | 200400530 22.09.04[Me Electronics GmbH 1 Bl.
s _ —
ss3 g% 4 / ‘ 6 ‘ 5 Index | Anderuna/Description |Datun/Date|Name Ers. (./Similar lo:
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