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NOTES:

MATERIALS: ALL MATERIALS ARE RoHS COMPLIANT PER EU DIRECTIVE 2002/95/EC AND AMENDMENTS1.
           - HOUSING: HIGH TEMPERATURE RESISTANT NYLON, UL FLAMMABILITY RATING 94V-0, COLOUR BLACK
           - SIGNAL CONTACTS: PHOSPHOR BRONZE PLATED WITH 0.38µm (15µ”) GOLD OVER1.27µm (50µ”) 
                NICKEL ON THE MATING AREA AND 2.54µm (100µ”) MATTE TINOVER NICKEL ON THE TAILS.
           - POWER CONTACTS: COPPER ALLOY PLATED WITH 0.38µm (15µ”) GOLD OVER 1.27µm (50µ”) NICKEL

2.     WHEN MATED WITH SPECIAL SOCKET CONNECTOR P/N DWR-T818S-V232-90, THE ORDER OF MECHANICAL
        AND ELECTRICAL ENGAGEMENT IS A) HOUSING BLADES, B) HOUSING SHROUD, C) EXTENDED POWER
        CONTACTS (A2, A4, A5, A6), D) STANDARD POWER CONTACTS (A1, A3, A7, A8), E) STANDARD SIGNAL CONTACTS
        IN POSITIONS 3 TO 18 AND F) TWO "LAST MAKE" SIGNAL CONTACTS IN POSITIONS 1 & 2.

3.     RATINGS SUBJECT TO DESIGN QUALIFICATION TESTING
          - CURRENT RATING: 55A POWER, 5A SIGNAL
          - DIELECTRIC WITHSTANDING VOLTAGE: 1500VDC
          - INSULATION RESISTANCE: 5000 MEGAOHMS
          - OPERATING TEMPERATURE: -55C TO +105C

                               AMPHENOL PART NUMBER: DWR-T818P-V232-90
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