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122/0714 PVC Insulated Flat Pair

T/C Conductors Cores Jacket Reel Manufacturers Farnell
Type Length Part No. Order Code

Extension:
K 7/0.2mm +yellow/-red Yellow 25m WK-165-D x 25m 244-3685
K 7/0.2mm +yellow/-red Yellow 100m WK-165-D x 100m 244-3686
K 7/0.2mm +yellow/-red Yellow 200m WK-165-D x 200m 244-3687

J 7/0.2mm +white/-red Black 25m WJ-200-ANSI x25m 244-3679
J 7/0.2mm +white/-red Black 100m WJ-200-ANSI x 100m 244-3680
J 7/0.2mm +white/-red Black 200m WJ-200-ANSI x 200m 244-3681

T 7/0.2mm +blue/-red Blue 25m WT-200-ANSI x 25m 244-3703
T 7/0.2mm +blue/-red Blue 100m WT-200-ANSI x 100m 244-3704
T 7/0.2mm +blue/-red Blue 200m WT-200-ANSI x 200m 244-3705

�ŽŵƉĞŶƐĂƟŶŐ͗
VX (KCB) 7/0.2mm +brown/-red Red 25m WV-100-ANSI x 25m 244-3712
VX (KCB) 7/0.2mm +brown/-red Red 100m WV-100-ANSI x 100m 244-3713
VX (KCB) 7/0.2mm +brown/-red Red 200m WV-100-ANSI x 200m 244-3714

dŚĞƌŵŽĐŽƵƉůĞ��ǆƚĞŶƐŝŽŶ�Θ��ŽŵƉĞŶƐĂƟŶŐ��ĂďůĞ�
PVC Insulated Flat Pair (ANSI)

 Ws ��ŝŶƐƵůĂƚĞĚ�ŇĂƚ�ƉĂŝƌ�ĐŽŶƐƚƌƵĐƟŽŶ

 Conductors laid flat PVC insulated with overall PVC sheath 

 All round general purpose cable, both waterproof and very flexible

 Thermocouple extension types for K, J, T

 �ŽŵƉĞŶƐĂƟŶŐ�ƚǇƉĞƐ�s y�;<��Ϳ�ĨŽƌ�ƚǇƉĞƐ�<

 Stranded conductors available 7/0.2mm

 Available in 25, 100 & 200 metre lengths

 Tolerance Class 2

 /ŶƐƵůĂƟŽŶ�ƌĂƟŶŐ�-10°C to 105°C

 Colour code (cores & jacket) to ANSI MC96.1


