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ECN NO.

DATE

DESCRIPTION

LEN-8BOI17T

2008/09/25

Add Note.

LENI630279

2016/03/07

Change Logo

Cl19027]

2019/02/21

Modify Note

@os. 8

aolr.o

With Liquid Glue—

QDB 20.60 -0.25

13/16"-28UNS

19.40£0. |
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Recommernded
Panel Cut-OQut

137M03

Q0O

Connector
No%e:lﬁ&

* @0Improtant Dimension.
¥ Waterproof Rate: [P67, Unmated
¥ Housing: Thermoplastic, Black
¥ Pin: Copper Alloy, Gold Plated
¥ Nut: Thermoplastic, Black

¥ Gasket: Rubber, Black

Use with waterproof cap or dust cap
Max imum Panel Thickness:2.0mm

Use without waterproof cap or dust cap
Maximum Panel Thickness: 3. 0mm

Gasket and Nut are packed separately
in PE bags.
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Middle Panel Screw
3Pin M Conn M Pin

SHEET OF

SITE AA ‘ ‘

WC-REV

A.3 [Q0): Inspection item

REHR

Amphenol LTW .

CC-03PMMS-SCT001

EORRHERAT [

ITEM NO

CC-03PMMS-SCTO0

DRAWN BY DATE

Ruru 2019-02-21

CHECKED BY DATE

Rita 2019-02-21

APPROVED BY DATE

ALTW Max 2019-02-21
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