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In case of consideration for using Automotive equipment / device which demand high reliability, kindly contact our sales window correspondents.
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Notes[ 1 >Fig.1 shows the state incorporate applicable crimp contoct.

1000

. Applicable crimp contact :HRA1-PC-151Csold separatelyd
2 hppliceble crimp contact extraction tool = HR4T-TP
[3>The recomnended tightening torque of ref. No. @ and ® to be 5 to 5.5N-n
The adhesive tor prevention of looseness is not necessory in the first time. - -
LOCTITE 263, LOCPRIMER 7649, HENKEL JAPAN is recommended to prevent ref No. @ @ from loosing. After the second tine. oI POLTAMIDE (BLACK) _ULIAV-0 6 | POLTAMIDE (BLALK) UL34V-0
. 4 Rototion examples are shown for ref.No.® und @, 2 | SILICONE RUBBER | CRED) 5 | POLYAMIDE (WHITE) UL94V-0
6 The cable pull and twisting strength and other characteristics may differ, depending on the cable structure, NO. MATERIAL FINISH . REMARKS NO. MATERIAL FINISH . REMARKS
- pleuse COnfirm befﬂre J[he Ise. UNmIr:S @g S1CA:LE] A COUNT DESCRIPTION OF REVISIONS DESIGNED CHECKED DATE
[ The ossenbly of this product applies to the manual ETAD-C0298. VP YT 16,0224 R TDC-118331-00-00
HIROSE CHECKED + HY. KOBAYASHI 16. 02. 24 :
ms E(L)Ecﬁ[')c oEs 16NED +HT. ZENBA T6. 02, 24 | No. HR41-25WBJG-5PC
CUT T [omawn <HT. ZENBA 16. 02, 24 | "nor CL141-0029-6-00 NP
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