
Pictured with Board Lock Option, Dimensions in mm
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KF22X Series
Right Angle PCB Mount .318" Footprint with Ferrite
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KF22X Series
FERRITE D-SUBMINIATURE

RoHS

Series Shell
Size

Contact
Type Mounting

Options

Plating
Option

Series
KF22X - D-Subminiature Connector, .318" Footprint with Ferrite
Shell Size-Contact Option
E - 9 Contacts
A - 15 Contacts
B - 25 Contacts
C - 37 Contacts
Contact Type 
P - Pin Contact (Plug)
S - Socket Contact (Receptacle)

PC Board  Mounting Option 

Part Number Builder 

Documentation & Ordering Information 

Kycon Part #

Front Panel Mounting Option 

N Option

Bracket
Grounding

Plating Option 
Blank - Gold Flash 

   

5.00
.197

6.00
.236

.197
Ø5.0 .197

5.00

M3

4-40

(4-40)Riveted
Threaded Insert

4-40 Jack Screws Installed

(4-40) Round Jack Screws
Riveted to Connector

Riveted Non-Threaded
Insert 3.18/.125" Dia.

M3 Jack Screws Installed

Standard R OptionJ Option T Option JM Option

15 - 15µ” Gold 
30 - 30µ” Gold

Mounting
Options

Front PanelPCB

Contact Kycon for other options

RoHS

B

KF22X Series Dimensions

http://www.kycon.com/Catalog_PDF/Performance%20Specification.pdf
http://domino2.kycon.com/website/index.html

