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PLATING OPTIONS FOR CAGE
1 - TIN
2 - NICKEL

 
PLATING OPTIONS FOR CONNECTOR
2 -  30µ" GOLD PLATING ON MATING AREA
      GOLD FLASH ON TERMINATION
3 -  30µ" GOLD PLATING ON MATING AREA
      150-300µ" MATTE TIN ON TERMINATION
5 -  15µ" GOLD PLATING ON MATING AREA
      GOLD FLASH ON TERMINATION
6 -  15µ" GOLD PLATING ON MATING AREA
      150-300µ" MATTE TIN ON TERMINATION

OPTIONAL DUST COVER
0 - WITHOUT DUST COVER
D - WITH DUST COVER (SHIP LOOSE)

MATERIAL (RoHS COMPLIANCE):
CAGE:

COPPER ALLOY
PLATING OPTION 1: 100μ" [2.54 μm]  TIN PLATING OVER 
            50 μ" (1.27 μm) NICKEL UNDER PLATING.
PLATING OPTION 2: 100μ" [2.54 μm]  NICKEL PLATING 

(NOT FOR SOLDER PINS).
DUST COVER

THERMOPLASTIC, COLOR BLACK.
PACKAGING:

TAPE AND REEL OR TRAY PACKAGING.
TEMPERATURE RANGE: -40 C TO +85 C

CONNECTOR:
PLASTIC HOUSING:

HIGH TEMPERATURE RESISTANT NYLON FLAMMABILITY RATING UL94V-0.
CONTACTS:

PHOSPHOR BRONZE
           PLATING OPTION 2:  30μ" [0.76 μm] GOLD ON MATING AREA AND 2 μ"                                 
                       (0.05   μm) GOLD FLASH PLATING ON TERMINATION OVER     
                        50μ"[1.27μm)     NICKEL UNDER  LAYER.                     

PLATING OPTION 3:  30μ" [0.76 μm]  GOLD ON MATING AREA AND    
            150-300 μ" (3.81-7.62 μm)  LOW WHISKER MATTE TIN PLATING      
            ON TERMINATION OVER 50μ" [1.27 μm]  NICKEL UNDER LAYER.
PLATING OPTION  5: 15μ" GOLD PLATING ON MATING AREA

GOLD FLASH ON TERMINATION
PLATING OPTION  6: 15μ" GOLD PLATING ON MATING AREA

150-300μ" (3.81-7.62 μm) MATTE TIN ON TERMINATION
PACKAGING:

TAPE AND REEL.
TEMPERATURE RANGE: -40 C TO +85 C

                                                
PACKAGING OPTIONS 
T - TAPE AND REEL PACKAGING
     FOR BOTH CONNECTORS AND
     CAGES
H - TAPE AND REEL FOR 
     CONNECTORS TRAY FOR 
     CAGES

UE78 - A 1 1 1 8 - 0 X X X X

OPTIONAL DUST COVER
(SHIP LOOSE)

P/N U77-A1110-8000-P
(IF ORDER SEPARATELY)

CAGE PART NUMBER
(P/N DOES NOT INCLUDE

PACKAGING TYPE AND
DUST COVER OPTION)

DATE CODE

CONNECTOR PART NUMBER
(P/N DOES NOT INCLUDE
PACKAGING TYPE)

DATE CODE

AMPHENOL PART NUMBER CONFIGURATION:

UE75-A20-X000T
(IF ORDER SEPARATELY)

U77-A1118-X00X
(IF ORDER SEPARATELY)
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.624 15.85
.591 15.01

(TYP.)
,004[0.10] M C M A B

.004[0.10] M C M A B

A

B
10.85.427

48.981.928

11.50.453

.650 16.50  .394  10.00 

.087 2.21

-C-
.551±.004 14.00±0.10

.352±.006 8.94±0.15



.035 0.90

.055 1.40

.134

3.80.150 .134

3.40

3.40

.150 3.80

D

C

B

A
A

B

C

D

Amphenol Canada Corp.

SCALE 

SIZE

PROJECT

DWG.  NO.
A3

SHEET

REV.

SFP  CAGE + CONNECTOR 1X1
8 PRESS FIT / 12 EMI PINS

DATEAPPROVALS
DRAWN

CHECKED

QA APPD

IE APP'D

DWG APP'D

DO  NOT  SCALE  DRAWING

1234568

8 7 6 5 4 3 2 1
REVISIONS

REV. DESCRIPTION DATE APPROVEDECN/E-R

DESIGNED

3 OF 7

THIS DOCUMENT CONTAINS PROPRIETARY INFORMATION AND SUCH INFORMATION MAY NOT BE DISCLOSED TO OTHERS FOR ANY PURPOSE
OR USED FOR MANUFACTURING PUPOSES WITHOUT PERMISSION FROM AMPHENOL CANADA CORP.

TITLE

4:1
D

7

B CUSTOMER DRAWING

A.LIU
J.SI
J.SI

X
X

2006/02/13

2006/02/13

2006/02/13

X

X P-UE78-A1118-0XXXX

2006/04/05 J.SI

C
D UPDATED

UPDATED 2006/08/09

2007/01/02

-C-

0.002[0.06] M B A S C S

0.004[0.10] S C D

D

ABOVE STANDOFFS

.004[0.10]

5.25

0.08

1.08

.207

.043

.001 - .001
+.003 0.03 -0.03

+

.175 4.45

(TYP. 20 SOLDER TAILS)

0.002[0.06] M B A S

.055 1.40

.010 0.25

PIN 20
PIN 11

DATE
CODE

PART UMBER
(THE P/N DOES
NOT INCLUDING
PACKAGING TYPE)

PIN 1 PIN 10

POSITION #1
INDICATOR

.352 8.94

-A-

B

.106 2.70

±0.089.40

.433

±.003

11.00

1.16

.370

.046

.378 9.60
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.012 [0.30] x45
(TYP.)

.039±.004 1.00±0.10
(OVER PADS)

-H-

(10 PLCS)

20 11

TOP VIEW OF BOAD

.004[0.10] S J H S

J

3.50±0.05
MIN. (TYP.)
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(9 HOLES. SEE NOTE 3)
3 PLACES

NOTES;
1. DATUM AND BASIC DIMENTIONS ESTABLISHED 

BY CUSOMER
2. PADS AND VIAS ARE CHASSIS GROUND, 11 PLACES.
3. THROUGH HOLES, PLATING OPTIONAL.

.004 [0.10] L X F S

20

10

SCALE 4 : 1

(TYP. 20 PLCS)

(TYP. 2 HOLES)

(TYP. 20 PLCS)

1

DETAIL H 

11

0.004 [0.10] S F GS S

SGSFS0.0024 [0.06]

0.0024 [0.06] S F S G S

8.48

.067

.334

 .126  3.20  .035  0.90 

.430 10.93

0.80.031

 5.00 

TYP.

±0.030

±.002.061

0.508

±0.051.55

2.00±.002.079 ±0.05
0.80

.145

 TYP.

3.68

1.70

 .197 

.0200±.0012
.031

.067 1.70

(10 HOLES. SEE NOTE 2)
-F-

3 PLCS

COMPONENT AND 
TRACES KEEP-OUT
(EXECETP CHANSSIS
GROUND)
(SEE NOTE 4)

THIS AREA DENOTES
COMPONT KEEP-OUT
(TRACES ALLOWED)

CONNECTOR STANDOFFS 
AREA. COMPONENT AND 
TRACES KEEP-OUT
(4 PLCS)

H

.004 [0.10] L X F S

.004 [0.10] S X YX

Y

 14.25  .561 

2.00
(SEE NOTE 2)

 (11 PLCS)

 (11 PLCS)2.00
(SEE NOTE 2)

±0.051.05±.002.041

±0.050.95±.002.037

.079

.079

 .280  7.10 

 .394  10.00  .280 

±0.050.85±.002.033

 7.10 

 1.358  34.50 

 .098  2.50 

 .098  2.50 

 .189  4.80 

 .378  9.60 
 .469  11.93 

 .197  5.00 26.801.055

 .394 

41.301.626

 10.00 

 .224  5.68 

 .338  8.58 

 .436  11.08  .640  16.25 

RECOMMENDED SFP HOST BOAD LAYOUT
(ONE SIDE CAGE MOUNTING)

.057  MINL1.45
PCB
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E

E
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F

F

CAGE

SCALE 3 : 1
SECTION E-E 

BEZEL

SFP CONNECTOR
UE75-A20-X000

±0.10

±0.303.50±.012.138

1.70±.035.067 ±0.89

±0.1010.40±.004.409

0.40±.004.016
BEZEL OPENING BELOW PCB

±0.10

.394±.004 10.00

.057  MIN. PCB1.45

CAGE

SCALE 3 : 1
SECTION F-F 

UE75-A20-X000
SFP CONNECTOR

BEZEL

±0.10

±0.891.70±.035.067

3.50±.012.138 ±0.30

±0.3010.40±.012.409

0.40±.012.016
BEZEL OPENING BELOW PCB

±0.30

.394±.004 10.00

.118  MIN. PCB3.00
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