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Bemerkungen
NOTES

Neues Material ( Phosphor und Halogen frei )
NEW MATERIAL ( PHOSPHORUS AND HALOGENEOUS FREE )
Hersteller-Logo und L andercode

nach AMP-Spez. 115-18016
BRANDNAME AND MANUFACTERING LOCATION CODE
ACCORDING SPEC. 115-18016

Gl ghdrahtpr Gfung 750 °C (ohne Flamme)

MaR 42.4 nur for Var. ...-5
GWT 750 °C (W ITHOUT FLAME)
DIM 42.54 ONLY FOR VAR. ...-5

wegen hygroskopischen Natur resin.However es hat keinen
Einfluss auf die Form, Passform und Funktion der Produktpalette.

COLOR OF HOUSINGS MAY RANGE FROM CLEAR TO GREEN OR YELLOW DUE

TO HYGROSCOPIC NATURE OF RESIN. HOWEVER IT DOESN'T AFFECT THE FORM,

FIT AND FUNCTION OF THE PRODUCT.

CSA-ZERTIFIZIERUNGS-LOGO DIE MINDESTENS AUF EINER SEITE DES
GEHAUSES AUFGEF UHRT W URDE

CSA CERTIFICATION LOGO LOCATED AT LEAST ON ONE SIDE OF THE HOUSING LOCATED AS SHOWN

A Farbe der Gehduse kann anhand klar, gr in oder gelb

6  DIMENSIONS SHOWN REPRESENT PRODUCT IN DRY, AS MOLDED. CONDITION.

ADDITIONAL 2% GROW TH DUE TO SUBSEQUENT MOISTURE ABSORPTION MAY OCCUR
AND SHOULD BE ACCOUNTED FOR.
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