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#6 TAPPING SCREWS (2X), AND ADD'L
M2.3 X 0.45 X 9mm TAPPING SCREWS (2X) INCLUDED

SMART DIMMER SWITCH
/ DIM - OFF - ON
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12.0 [304mm} 12.0 [304.8mm]
0.30 [7.6mm] MIN.

=S \

0.83 [21.0mm]
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LIGHTING DIRECTION 12.5 [317.5mm]
ADJUSTABLE TO

0°, 45°, AND 90° DDWD[D[@ : >
0° ©0.152 [©23.9mm]

f\q }5\3\ TYP.

Power Input: 24VDC, Constant Voltage
Power Consumption: 5.0 Watts
White Color Temperature: 6500K Cool White

Output Projection: 120° FWHM
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STANDARD TOLERANCE ®
H . H UNLESS OTHERWISE SPECIFIED
Luminous Output: 390 Lumens (155 Lumens when Dimmed) (UNLESS OTH EOrED) BIVAR
. . . 4 THOMAS, IRVINE, CA. 92618
Housmg Color: Black -;((X i_;g)z X1 TEL: (949) 951-8808  FAX: (949) 951-3974
. . - ' L TITLE: BC5000 SERIES LIGHTING
Operating Temperature: 0C ~ +40C \b Xxx 010 | (B £7 COOLWHITE
- . DESIGNED: DATE: PART NO REVISION:
For Use in Dry Locations Only TD. NGUYEN | 6/11/18 BC5000-C-S
- " " HH . REVISED: DATE: CAGE CODE
Pre-set to "ON" When Initially Powered Mating Connector: A N/A 89559
5.5x2.1 x 11mm DC Plug CHECKED: DATE: SCALE:  NONE [SHEET# 1 OF 1
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