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Product data sheet
Characteristics

ZCMC21L7
pre-cabled connection ZCMC - 2 Poles - PvR -
7 m

Product availability:  Non-Stock - Not normally stocked in distribution facility

Main
Commercial Status Commercialised
Range of product OsiSense XC
Product or component
type

Pre-cabled connection

Component name ZCMC
Associated body ZCMD21
Number of poles 2
Contacts type and
composition

1 NC + 1 NO

Contacts operation Snap action

Complementary
Product compatibility XCMD21
Electrical connection Cable
Cable length 22.97 ft (7 m)
Wire insulation material PvR

Ordering and shipping details
Category 22418 - LIMIT SWITCH,IEC,XCKP&XCKT
Discount Schedule T
GTIN 00785901981596
Nbr. of units in pkg. 1
Package weight(Lbs) 0.06
Product availability Non-Stock - Not normally stocked in distribution facility
Returnability N
Country of origin ID

Offer Sustainability
Sustainable offer status Green Premium product
RoHS Compliant - since 0937 - Schneider Electric declaration of conformity
REACh Reference not containing SVHC above the threshold
Product environmental profile Available  Download Product Environmental
Product end of life instructions Available  Download End Of Life Manual

Contractual warranty
Period 18 months

http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=880248&lang=en-us
http://se-vl-145.ebusiness.schneider-electric.com:9085/cut.CatalogueRetrieverServlet/CatalogueRetrieverServlet?fct=get_element&env=publish&scp_id=Z018&el_typ=rendition&cat_id=BU_AUT_520_L3_Z018&maj_v=1&min_v=7&frm=first&usg=first&doc_id=H572306&dwnl=true
http://se-vl-145.ebusiness.schneider-electric.com:9085/cut.CatalogueRetrieverServlet/CatalogueRetrieverServlet?fct=get_element&env=publish&scp_id=Z018&el_typ=rendition&cat_id=BU_AUT_520_L3_Z018&maj_v=1&min_v=7&frm=first&usg=first&doc_id=H572241&dwnl=true

